
PD706859B-EN Product Data Sheet DB 120S-F 6m K280E H2 W2 B pile driven on subsoil

K706859B

PD706859B-EN

DB 120S-F 6 m K280E
H2 W2 B
pile driven on subsoil

PRODUCT DATA SHEET
Performance class� H2 W2 B
Working width� 0,8 m
Vehicle intrusion� VI2 (0,7 m)
Dynamic deflection	 0,2 m
Tested system length� 72 m
EC Certification report� in elaboration

System series� DB 120 Series 
Tension bar� K280E
Design� Generation 2

Element length� 6 m
System height� 120 cm
System width� 67 cm
Element weight / length� 5.000 kg / 6 m

Mode of operation� double sided
Mode of installation� pile driven on subsoil
Additional features� with DB Mesh
Terminal anchoring� no
Installation drawing� K706859-EN
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K706859A

PD706859A-EN Product Data Sheet DB 120S-F 6m K280E H4b W3 B pile driven on subsoil

PD706859A-EN

DB 120S-F 6 m K280E
H4b W3 B
pile driven on subsoil

PRODUCT DATA SHEET
Performance class� H4b W3 B
Working width� 0,9 m
Vehicle intrusion� VI8 (2,6 m)
Dynamic deflection	 0,3 m
Tested system length� 102 m
EC Certification report� 61485

System series� DB 120 Series 
Tension bar� K280E
Design� Generation 2

Element length� 6 m
System height� 120 cm
System width� 67 cm
Element weight / length� 5.000 kg / 6 m

Mode of operation� double sided
Mode of installation� pile driven on subsoil
Additional features� with DB Mesh
Terminal anchoring� yes
Installation drawing� K706859-EN
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K706894A

PD706894A-EN Product Data Sheet DB 120S-F 6m K280E H4b W3 B pile driven on asphalt

PD706894A-EN

DB 120S-F 6 m K280E
H4b W3 B
pile driven on asphalt

PRODUCT DATA SHEET
Performance class� H4b W3 B
Working width� 0,9 m
Vehicle intrusion� VI8 (2,6 m)
Dynamic deflection	 0,3 m
Tested system length� 102 m
EC Certification report� 725117424_1

System series� DB 120 Series 
Tension bar� K280E
Design� Generation 2

Element length� 6 m
System height� 120 cm
System width� 67 cm
Element weight / length� 5.000 kg / 6 m

Mode of operation� double sided
Mode of installation� pile driven on asphalt
Additional features� drilled ground
Terminal anchoring� yes
Installation drawing� K706894-EN
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K706996A

PD706996A-EN Product Data Sheet DB 120S-F 6m K280E H4b W3 B pile driven on asphalt

PD706996A-EN

DB 120S-F 6 m K280E
H4b W3 B
pile driven on asphalt

PRODUCT DATA SHEET
Performance class� H4b W3 B
Working width� 0,9 m
Vehicle intrusion� VI8 (2,6 m)
Dynamic deflection	 0,3 m
Tested system length� 102 m
EC Certification report� 725117424_1

System series� DB 120 Series 
Tension bar� K280E
Design� Generation 2

Element length� 6 m
System height� 120 cm
System width� 67 cm
Element weight / length� 5.000 kg / 6 m

Mode of operation� double sided
Mode of installation� pile driven on asphalt
Additional features� with DB Mesh
Terminal anchoring� yes
Installation drawing� K706996-EN
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